The CreaseMatic Auto50 programmable Card Creaser creates quality creasing and

perforating on all types of digitally printed work. The rise and fall platen creasing action
enables positive accurate creasing on stock up to to 400gsm at over 8000 sheets per hour.

A 99 program memory with a quick and easy setup of un tn 28 creases per sheet is

standard.

Built in perforating wheel which
is easily engaged for in-line
perfing.
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Programming and operation is
controlled from an easy to use
control panel.

Centre suction feed to avoid
skewing.

2 reversible crease bars allows
different crease widths to be
set according to thickness of
stock.

KAS Paper Systems Limited
Brewers Hill Road
Dunstable

Bedfordshire, LU6 1AD, UK

CreaseMatic AUTO50 - STANDARD FEATURES
CreaseMatic Auto50 suction fed SRA2 high Speed card creaser Is designed
for higher volume digital and litho printers.

» Over 8000 sheets per hour

4 creasing width tools supplied to cover the stock range upto 400 gsm

» Top load bottom feed suction system designed for continuous production
e Up to 28 creases per sheet
* Stock sizes from CD to SRA2

Upto 99 jobs can be stored

* Rotary perforating tool

A Matrix bar is supplied to which channel matrix self adhesive matrix can be
attached. These channel matrix are available in many sizes, are inexpensive

to use and very popular for creasing lightweight stocks 80-150gsm. This
system provides a single point which is especially useful if the job is to be

stitched.
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Matrix bar and Channel Matrix for the CreaseMatic Auto50 and 150

Tel: (+44) 01582 662211

Fax: (+44) 01582 664222

e-mail: mail@kaspapersystems.com
www.kaspapersystems.com
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